








9

:: :: ServoServo Build  Build - Bag D - Bag D - - Step 3Step 3

:: :: Rear EndRear End Build  Build - Bag E - Bag E - - Step 1Step 1

:: :: Rear EndRear End Build  Build - Bag E - Bag E - - Step 2Step 2
Forward 

holesholes

Build left and right sides!

Build left and right sides!

holesholes

4-40 x 3/8
FHCS

4-40 x 1/2
FHCS

x2x2 x3x3

4-40 x 1/2
SHCS w/hole

7811
RC10 battery 
cup and strap

#4 aluminum
washer

x2x2

7811
RC10 

antenna 
mount

x2x2x4x4 6316
8-32 x 1/2

steel
FHCS

6360
RC10 rear 

arm mounts

7806
RC10T 

rear arms

6299
E-clip

(small)

7813
Hinge pin 
rear inner

7813
Hinge pin 
rear outer

1/4 axle 
shims

897
1/4 x 3/8 x 1/8

Flanged 
bearing

6365
RC10 rear 

hub carrier,
0 degree

(Left & Right)

6374
1/4 rear 
stub axle 

6374
 Roll pins

.1 dia x 3/8
x2x2

x3x3

6273
Ballstud

.30 (silver)

4-40 nut,
thin

Note:  
Rear arm mounts are 
marked with an “L” for 

left or “R” for right. 
The number indicates 

degrees of toe-in.

!

!
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:: :: Rear EndRear End Build  Build - Bag E - Bag E - - Step 3Step 3

:: :: Rear EndRear End Build  Build - Bag E / G - Bag E / G - - Step 4Step 4

:: :: Rear EndRear End Build  Build - Bag E / C - Bag E / C - - Step 5Step 5

Build left and right sides!

6316
8-32 x 1/2

steel
FHCS

x2x2

4-40 x 1/2
SHCS

x2x2

6273
Ballstud

.30 (silver)

6323
RC10 rear 
bulkhead

x2x2

Rear Camber Turnbuckle
2.04” (52.0mm)

x2x26279
Ball cups
(white)

4-40 nuts
x2x2

4-40 x 3/4
SHCS

4-40 x 1/4
SHCS

4-40 x 1/4
SHCS

4-40 x 5/16
SHCS

7809
Rear body 

mounts

x2x2

x2x2
x2x2

x4x4

x2x2

7808
RC10T rear 
shock tower

#4 aluminum 
washer 

x2x2

7833
Ti. Turnbuckle

(2.62”) 
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:: :: Shocks Build Shocks Build - Bag F - Bag F - Step 1- Step 1

:: :: Shocks Build Shocks Build - Bag F - Bag F - Step 2- Step 2

:: :: Shocks Build Shocks Build - Bag F - Bag F - Step 3- Step 3

Piston

2

Remove 
spurs

Piston number here
Use #2 = front shocks
Use #1 = rear shocks

6299
E-clip

(small)

6421
Shock shaft, 
front (1.02)

6420
Shock shaft, 
rear (1.32)

Shock 
pistons, 

front
(1)

Shock 
pistons, 

rear
(2)

6299
E-clip

(small)

TIP: Use marker 
to mark the piston 
numbers for easy 

identification!!
Build two front and two rear!

Front
Shock

Front
Shock

Rear
Shock

Rear
Shock

Rear
Shock

6420 / 6421
Off-road shock 

internals

Shock 
assembly

tool

x2x2

x2x2

5407
Red o-ring Shock body, 

front (1.02)
Hard Anodized

Shock body, 
rear (1.32) 

Hard Anodized

6420 / 6421
Shock 

downstops

x2x2

Place on table
and push down

hard until clamp
snaps into place

!

Remove 
spurs SNAP!

SNAP!

Shock fluid 

30wt #5422

Shock fluid 

30wt #5422

Build two front and two rear!

6420 / 6421
Shock pivot 

ball 
7836

Shock rod
end , short

6420 / 6421
Shock cap 

o-ring
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:: :: Shocks Build Shocks Build - Bag F - Bag F - Step 4- Step 4

:: :: Shocks Build Shocks Build - Bag F - Bag F - Step 5- Step 5

:: :: Shocks Build Shocks Build - Bag F - Bag F - Step 6- Step 6

Build two front and two rear!

Step 2-3

Shock fluid 

30wt #5422

Step 6-7

Shock fluid 

30wt #5422

Step 4-5

6443
 Bleeder 
shock cap

Build left and right sides!

Build two front and two rear!
4-40 x 3/8

SHCS

6420 / 6421
RC10 shock 

collar

7425
Front shock 
spring, Gold 

(3.70lb)

7435
Rear shock 

spring, Gold 
(3.70lb)

6420 / 6421
RC10 spring 

cup

Front: 
15mm

(arms level)

*Ride height setting may 
change due to varying weight 
of batteries and electronics

Rear: 8mm
(rear 

dogbones 
level)

Step 8

4-40 x 5/8
SHCS

RC10 shock 
bushing

4-40
Nylon

locknut

Step 9-10

Shock Bleeding Steps:

1. Before assembly, get each bleed 
screw and thread it 1-2 turns into 
the shock cap, then remove the 
screw.  This will make it easier when 
you are  bleeding your shocks. 

2. Pull shock shaft down.
3. Fill shock body 3/4 full with silicone 

shock fluid.
4. Slowly move the shock shaft up and 

down to remove air from under the 
piston.

5. Wait for bubbles to come to surface.
6. Fill shock body to top with silicone 

shock fluid.
7. Place a drop of oil in the cap and on 

cap threads.
8. Install cap (without bleed screw) and 

tighten completely.
9. Slowly compress shaft all the way to 

bleed    excess silicone shock fluid out 
the hole in the cap (use rag around 
shock to catch excess fluid).

10. Install button head screw until snug 
while shaft is fully compressed.

6443
2-56 x 1/8

BHCS

Stroke
Front: 
29mm

Rear: 
33.5mm
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:: :: Shocks Build Shocks Build - Bag F - Step 7

:: :: Transmission Build Transmission Build - Bag H - Bag H - Step 1- Step 1

:: :: Transmission Build Transmission Build - Bag H - Bag H - Step 2- Step 2

Build left and right sides!

4-40 x 3/4
SHCS

RC10 shock 
bushing

4-40
Nylon

locknut

7812
Diff gear

45T

6581
Carbide diff 
balls, 3/32”

Diff thrust 
balls, cage

6579
Diff drive 

rings

6579
Diff drive 

rings

Diff thrust 
washer

6573
Diff thrust 

bolt

6589
Bearing

5/32 x 5/16

6578
Diff 

outdrives

6578
Diff 

outdrives

x2x2

x2x2

x12x12

!

!

BLACK GREASE

#6588

BLACK GREASE

#6588FT DIFF LUBE
#6591

FT DIFF LUBE
#6591

FT DIFF LUBE

#6591

Build Tip:
Do this entire step with the 

diff screw on the end of your 
wrench for better control.

Build Tip:
Install the first washer (grove up), 

add grease #6588.  Install the 
caged thrust washer.

Add grease on top of the balls, 
then install the 2nd washer 

(grooves down).
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:: :: Transmission Build Transmission Build - Bag H - Bag H - Step 3- Step 3

:: :: Transmission Build Transmission Build - Bag H - Bag H - Step 4- Step 4

:: :: Transmission Build Transmission Build - Bag H / E - Bag H / E - Step 5- Step 5

6565
RC10 Stealth 
Transmission 

Case and cover

6571
Drive gear

roll pin

3977
Bearing

3/16 x 3/8

4-40 x 1”
SHCS

Motor plate

6565
Motor plate 

spacers

3976
Bearing

3/8 x 5/8

x2x2

x4x4

x4x4

x2x2

Felt spacer

#6588black grease

5-40 
Locknut

Diff 
spring

4-40 x 3/16
BHCS

x2

7812
Idler gear
and shaft

6571
Drive gear

6565
RC10 Stealth 
Transmission 

Case

3977
Bearing

3/16 x 3/8

x2x2

6582
Diff thrust 

spring

6575
Diff thrust 

nut

6575
Diff bolt 

cover

As you tighten the diff bolt, you will notice the T-nut ears moving 
closer to the bottom of the outdrive slot.  This compresses the 
spring behind the T-nut.  The spring should be completely com-

pressed at the time the T-nut reaches the end of the slot.  

Caution!  Pay close attention to the feeling when the spring is 
completely compressed.  Do not overtighten the bolt.  When 

you feel the spring completely compressed, loosen the diff bolt 
1/8 of a turn.  Your diff should now operate smoothly but with 

resistance as the outdrives move in opposite directions.  

After you have driven the car once, re-check the diff setting.

Compress 
spring first.

!

Diff 
spring

4-40 x 3/16
BHCS

x2x2

Bushing
3/16 x 5/16

6695
Spur gear
87T, 48PClutch 

disk

Thrust 
bearing 
washers

Torque 
control 

hub, outer

Torque 
control 

hub, inner
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:: :: Transmission Build Transmission Build - Bag H - Bag H - Step 7- Step 7

:: :: Transmission Build Transmission Build - Bag H/ D - Bag H/ D - Step 8- Step 8

:: :: Transmission Build Transmission Build - Bag H - Bag H - Step 6- Step 6

Build left and right sides!
4-40 x 3/8

FHCS

4-40 x 1/4
BHCS

x4x4

x2x2

7361
RC10T 

Dogbone

Dogbone 
spring 1

2

#4 aluminum
washer

4-40 x 5/16
SHCS 

4-40 x 1/2
SHCS 

x4x4

x2x2
x2x2

6593
Transmission 

brace

ESC not 
included!

Receiver not 
included!

6727
Servo tape

x2x2

6338
Antenna tube 

and cap

6608
Gear cover 
and plug

 4-40 x 3/16
BHCS

x2x2

31531
3 x 6mm

BHCS

x2x2
Motor not 
included!

Pinion not 
included!
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:: :: Transmission Build Transmission Build - Bag H/ D - Bag H/ D - Step 9- Step 9

:: :: Tires Build Tires Build - Bag I - Bag I - Step 1- Step 1

2:: :: Tires Build Tires Build - Bag I - Bag I - Step 2- Step 2

7807
4-40 x 3/8

SHCS

7807
RC10T front 

wheel, narrow, 
outer

7807
RC10T front 

wheel, narrow, 
spacer

7807
RC10T front 

wheel, narrow, 
inner

7871
RC10T front 
tires, narrow

x4x4

Build 2

Build 2

TIP: For faster motors, it is recommended 
to glue the tire bead to the wheels!

TIP: For faster motors, it is recommended 
to glue the tire bead to the wheels!

Do not 
overtighten 

wheel screws!

!

 For faster motors, it is recommended 
to glue the tire bead to the wheels!

7807
4-40 x 3/4

SHCS

7807
RC10T rear 
wheel, outer

7807
RC10T rear 

wheel, narrow, 
spacer

7807
RC10T rear 
wheel, inner

7835
RC10T rear 

mini pin 
tires

x4x4

Do not 
overtighten 

wheel screws!

!

6332
Body clip

Battery not 
included!



:: :: Tires Build Tires Build - Bag I - Bag I - Step 3- Step 3

:: :: Body Build - Step 1Body Build - Step 1
Painting Tips:

Your RC10T Kit comes with a clear polycarbonate body and wing. You will need to prep the body and wing before you can paint them.  Wash the inside 
thoroughly with warm water and liquid detergent. Dry the body and wing using a clean, soft, lint-free cloth.  Use high quality masking tape to make masks for the 
windows and install them on the inside of the body (RC cars get painted from the inside).  Using high quality masking tape, apply tape to the inside of the body to 
create a design. Spray (either rattle can or airbrush RC specific paint) the paint to the inside of the body (prefferably dark colors first, lighter colors last).  

NOTE: use ONLY paint that is recommended for use with (polycarbonate) plastics.  
If you do not, you can destroy the plastic body and wing!).  It is recommended to wear a mask while painting.

After the paint has dried, cut the body and wing along the trim lines. 
Make sure to drill or use a body reamer to make the holes for the body mounts, wing mounts, and antenna!

Build left and right sides!Build left and right sides!

6332
Body clip

Body mount 
washers

6130
RC10T 

body, clear

x4x4

x4x4

17

Body clip

Body mount 
washers

5-40 
locknut

3977
Bearing

3/16 x 3/8

x2x2

x2x2

8-32 steel 
locknut

x2x2

6727
Servo tape

x2x2

7185
RC10T 

wing, clear




