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:: :: Turnbuckles Build Turnbuckles Build - Bag E - Bag E - Step 2- Step 2

:: :: Turnbuckles Build Turnbuckles Build - Bag E - Step 3

:: :: Turnbuckles Build Turnbuckles Build - Bag E - Step 4

Front Camber Turnbuckle
1.42” (36mm)

Build left and right sides!

Build left and right sides!

Steering Turnbuckle
1.83” (46.5mm)

Recommended turnbuckle lengths are 
approximate.  Final recommended 

settings = 0 degree Front Toe in and 
-2 Degree Camber Front and Rear.  

Recommended turnbuckle lengths are 
approximate.  Final recommended 

settings = 0 degree Front Toe in and 
-2 Degree Camber Front and Rear.  

x2x2

x2x2

6279
Ball cups
(white)

6279
Ball cups
(white)

92343
FT Ti turnbuckle, 
(4-40 x 52.6mm)

FT Ti turnbuckle, 
(4-40 x 25.4mm)

92344
FT Ti turnbuckle, 
(4-40 x 60.1mm)

The adjustment nut on the end of 
the turnbuckles notes the side with 

the right hand threads.
Masami mounted the nuts towards 
the outside of the vehicle for ease of 

adjustment.

!

The adjustment nut on the end of 
the turnbuckles notes the side with 

the right hand threads.
Masami mounted the nuts towards 
the outside of the vehicle for ease of 

adjustment.

!

The adjustment nut on the end of 
the turnbuckles notes the side with 

Masami mounted the nuts towards 
the outside of the vehicle for ease of 

The adjustment nut on the end of 
the turnbuckles notes the side with 

Masami mounted the nuts towards 
the outside of the vehicle for ease of 

Steering Rack Turnbuckle
0.51” (13mm)

x2x26279
Ball cups
(white)
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:: :: Turnbuckles Build Turnbuckles Build - Bag E - Bag E - Step 5- Step 5

:: :: Shocks Build Shocks Build - Bag F - Bag F - Step 1- Step 1

:: :: Shocks Build Shocks Build - Bag F - Bag F - Step 2- Step 2

Piston

2

Remove 
spurs

Piston number here
Use #2 = front shocks
Use #1 = rear shocks

6299
E-clip

(small)

6417
Shock shaft, 
front (1.02)

6416
Shock shaft, 
rear (1.32)

6420/6462
Shock pistons

(1, 2, 3)

6299
E-clip

(small)

TIP: Use marker 
to mark the piston 
numbers for easy 

identification!!
Build two front and two rear!

Front
Shock

Rear
Shock
Rear
Shock

6420/6462
Off-road shock 

rebuild kit

Shock 
assembly

tool

x2x2

5407
Red o-ring 

6435
FT Hard 

Anodized 
shock body, 
rear (1.32) 

6436
FT Hard 

Anodized 
shock body, 
front (1.02) 

x2x2

Place on table
and push down

hard until clamp
snaps into place

!

Remove 
spurs

SNAP!

SNAP!
Shock fluid 30wt #5422

Shock fluid 30wt #5422

Servo Turnbuckle
0.70” (18mm)

Set aside until you 
are installing the 

servo!

! x2x26279
Ball cups
(white)

FT Ti turnbuckle, 
(4-40 x 33mm)

The adjustment nut on the end of 
the turnbuckles notes the side with 

the right hand threads.
Masami mounted the nuts towards 
the outside of the vehicle for ease of 

adjustment.

!
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:: :: Shocks Build Shocks Build - Bag F - Bag F - Step 3- Step 3

:: :: Shocks Build Shocks Build - Bag F - Bag F - Step 4- Step 4

:: :: Shocks Build Shocks Build - Bag F - Bag F - Step 5- Step 5

Shock fluid 

30wt #5422
Shock fluid 30wt #5422

Stroke
Front: 

28.5mm

Rear: 
33mm

Front
Shock

Rear
Shock

x3x3

6420/6462
Shock pivot 

ball 
6279

Shock rod
end (use the 

short rod ends)

6420/6462
Shock 

downstops

6420/6462
Shock cap 

o-ring

Build two front and two rear!

Build two front and two rear!

6788
Front shock 

spring, Copper
1.65” length

6788
Rear shock 

spring, Copper
2.79” length

RC10 shock 
spring collar

RC10 shock 
spring collar

6639
RC10 

spring cup

RC10 
spring 
clips

RC10 
spring 
clips

6639
RC10 

spring cup

Step 7Step 1-3 Step 5-6Step 3-4

* Shock Bleeding Steps:

1.   Pull shock shaft down.
2.  Fill shock body 3/4 full with silicone fluid.
3.  Slowly move the shock shaft up and 
       down to remove air from under piston.
4.  Wait for bubbles to come to surface.
5.  Fill shock body to top with silicone fluid.
6.  Place several drops of oil in the cap and        
       on cap threads.
7.   Install cap and tighten completely.
8.  Slowly compress shaft all the way to 
       the top.  If there is pressure at the top 
       of the stroke, there is too much oil.
       You must bleed it out. 
9.  Slowly pull shaft down.
10.  Unscrew the cap 3/4 turn and tilt the 
          shock at a slight angle.
11.  Slowly compress the shaft to push out 
         excess oil and air.  You should see         
         bubbles coming out from under the cap.
12.  With the shaft compressed, tighten the 
       cap and re-check for pressure at the top 
       of the stroke.  If there is still pressure, 
       repeat steps 9 thru11.

 RC10 shock 
cap

Front
Shock

Front
Shock

Rear
Shock

Rear
Shock
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:: Top Plate / :: Top Plate / Electronics Build Electronics Build - - Bag G Bag G - Step 1- Step 1

:: :: Shocks Build Shocks Build - Bag F - Bag F - Step 6- Step 6

:: :: Shocks Build Shocks Build - Bag F - Bag F - Step 7- Step 7

Build left and right sides!

4-40 x 3/4
SHCS

RC10 shock 
bushing

4184
4-40

locknut,
plastic

Build left and right sides!

RC10 shock 
bushing

4-40 x 3/4
SHCS

4184
4-40

locknut,
plastic

Servo not 
included!

Servo 
horn and 
screw not 
included!

31385
Aluminum 

washer, 1mm

x2x2

6271
Ballstud

.20 (silver)

31532
3 x 8mm

BHCS

4-40 nut,

x4x4

x4x4

4-40 x 1/4
FHCS

Top plate 
posts

#1596

thread lock

Recommended 
“light” thread lock 

for bottom of all 
four standoffs only, 

not on top.

!
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:: Top Plate / :: Top Plate / EElectronics Build lectronics Build - - Bag G Bag G - Step 2- Step 2

:: Top Plate / :: Top Plate / EElectronics Build - lectronics Build - Bag G Bag G - Step 3- Step 3

:: Top Plate / :: Top Plate / EElectronics Build lectronics Build - - Bag G Bag G - Step 4- Step 4

91988
Battery 
foam

6748
RC10 89’ Stealth 
car battery cup 

(front)

6748
RC10 89’ Stealth 
car battery cup 

(rear)

4-40 x 1/2
FHCS

4-40 x 1/4
BHCS

4-40 x 3/8
SHCS

x4x4

x6x6

x2x2

4-40 x 1/2
FHCS

x2x2

4-40 x 3/8
BHCS

7811
RC10 

servo mounts

x4x4

x2x231385
Aluminum 

washer, 1mm

x4x4

6772
RC10 91’ Stealth 

car top plate, 
carbon fiber

6775
RC10 91’ 

Stealth front 
bulkhead 

clamp

31531
3 x 6mm

BHCS

x2x2

Motor not 
included!

Pinion not 
included!

#6775 bulkhead 
clamp is located 

in bag B!

!
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:: Top Plate / :: Top Plate / EElectronics Build lectronics Build - - Bag G Bag G - Step 7- Step 7

:: Top Plate / :: Top Plate / EElectronics Build lectronics Build - - Bag G Bag G - Step 6- Step 6

:: Top Plate / :: Top Plate / EElectronics Build lectronics Build - - Bag G Bag G - Step 5- Step 5

Build 2

6761
RC10 89’ Stealth 
car wing mount 

set

4-40 x 1/8
set screw

x2x2

4-40 x 5/16
SHCS

x2x2

6566
Gear cover 
and plug

 4-40 x 3/16
BHCS

x2x2

Gear cover, plug, 
and hardware are 
located in bag C!

!

6337
RC10 

antenna 
mount

ESC not 
included!

Receiver not 
included!

6338
Antenna 
and cap 6727

Servo 
tape

4-40 x 3/8
FHCS

#1596

th
re

ad lo
ck

#1596

th
re

ad lo
ck
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:: Top Plate / :: Top Plate / EElectronics Build lectronics Build - - Bag G Bag G - Step 8- Step 8

:: :: Under Tray InstallUnder Tray Install - Step 1- Step 1

Battery not 
included!

4-40 x 3/8
SHCS w/hole

4-40 x 3/8
SHCS

x2x2

x2x2

31385
Aluminum 

washer, 1mm

6748
Battery strap

x2x2

x2x2

x2x26332
Body 
clip

6787
RC10 91’ 

Stealth car 
under tray

4-40 x 3/8
FHCS

6727
Servo 
tape

x3x3



:: Wheels / Tires and Body:: Wheels / Tires and Body - - Bag H Bag H - Step 1- Step 1

:: Wheels / Tires and Body:: Wheels / Tires and Body - - Bag H Bag H - Step 3- Step 3

:: Wheels / Tires and Body:: Wheels / Tires and Body - - Bag H Bag H - Step 2- Step 2

19

Build 2

Build 2

Build 2

Pro Tip!
Front tires may fit tight 

on the front wheels.  
Use a drop of water to 
lubricate the tire bead 

during installation.

!

6852
Front wheels,

1 Piece

6791
RC10 91’ 

Stealth car 
front tires

5-40 
locknut

6902
Flanged Bearing

3/16 x 5/16 x 1/8

x2x2

6792
RC10 91’ 

Stealth car 
rear tires, 
and inserts

6745
RC10 89’ 

Stealth car 
rear wheel 

hub

8-32 steel 
locknut

4-40 x 5/16”
SHCS

x2x2

RC10 91’ Stealth car rear 
wheels, 2.2”, black
*not sold separately

Replacement rear wheels
#6749 89’ rear wheels, 

2.2”, pink
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:: Wheels / Tires and Body:: Wheels / Tires and Body - - Bag H Bag H - Step 4- Step 4
Painting Tips:

Your RC10 Kit comes with a clear polycarbonate body and wing. 
You will need to prep the body and wing before you can paint 
them.  Wash the inside thoroughly with warm water and liquid 
detergent. Dry the body and wing using a clean, soft, lint-free 
cloth.  Use high quality masking tape to make masks for the 
windows and install them on the inside of the body 
(RC cars get painted from the inside).  
Using high quality masking tape, apply tape to the inside of the 
body to create a design. Spray (either rattle can or airbrush R/C 
specific paint) the paint to the inside of the body 
(prefferably dark colors first, lighter colors last).  

NOTE: use ONLY paint that is recommended for use with 
(polycarbonate) plastics.  If you do not, you can destroy the 
plastic body and wing!!!!).  
It is recommended to wear a mask while painting.

After the paint has dried, cut the body and wing along the trim 
lines. Make sure to drill or use a body reamer to make the holes 
for the body mounts, wing mounts, and antenna!

Your RC10 Kit comes with a clear polycarbonate body and wing. 
You will need to prep the body and wing before you can paint 
them.  Wash the inside thoroughly with warm water and liquid 
detergent. Dry the body and wing using a clean, soft, lint-free 
cloth.  Use high quality masking tape to make masks for the 

Using high quality masking tape, apply tape to the inside of the 
body to create a design. Spray (either rattle can or airbrush R/C 

(polycarbonate) plastics.  If you do not, you can destroy the 

After the paint has dried, cut the body and wing along the trim 
lines. Make sure to drill or use a body reamer to make the holes 

6121
RC10 
Viper 

body, clear 

6332
Body 
clip

6332
Body 
clip

4-40 x 1/4
BHCS

6182
High down 
force wing,

5.5”

x2x2

Pro Tip!
Wheel dot decals are 

included in your kit!

!
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:: Notes:: Notes




