

	Driver: Battman Myron Kinnard
	Date: 9-8-13
	Track: Thunder RC Nashville,TN
	Event: USVTA Nats warm-ups
	Conditions: med traction, new layout carpet, USGT setup 11.7 fast lap
	Brake EP: 150
	Throttle Expo: 140
	Motor: Reedy Sonic Mach 2 21.5
	Front Caster: 4 deg
	Front Toe: 1 deg
	Front Steering Bellcrank: 7 B
	Front Steering Link: 2 B
	Front Ride Height: 5 mm
	Rear Ride Height: 5 mm
	Front Camber: -2 deg
	Rear Camber: -2 deg
	Rear Hub Toe: 0
	Rear Toe: 3 deg
	Front Hex Spacing: stock
	Rear Hex Spacing: stock
	Front Wheelbase: 1 mm 2 mm
	Rear Wheelbase: 2 mm 1mm
	Front Bumpsteer: stock
	Front Shock Position: 3 B
	Front Camber Link Position: 7
	Front FWD Arm Mount: 2 B
	Front FWD Mount Shim: 2 deg
	Rear Shock Position: 3 B
	Rear Camber Link Position: 7
	Rear Outer Ball & Shims: black 3
	Front Outer Ball & Shims: black 0
	Rear FWD Arm Mount: 3 B
	Rear FWD Mount Shim: 1 deg
	Front Anti-Roll Bar: 1.25
	Front Droop: 7 mm
	Front RWD Mount Shims: 2 deg
	Front RWD Arm Mount: 3 B
	Rear RWD Arm Mount: 3 B
	Rear RWD Mount Shims: 3 deg
	Rear Droop: 6 mm
	Rear Anti-Roll Bar: 1.25
	Shock Notes: RSD soft bladders
	Front Shock Oil: 35 wt AE
	Front Spring: RSD blue
	Front Rebound: none
	Front Shock Piston: RSD 311
	Rear Shock Oil: 35 wt AE
	Rear Shock Piston: RSD 311
	Rear Rebound: none
	Rear Spring: RSD silver
	Differential Notes: 
	Front Diff Type: slipper spool
	Front Belt Tension Number: 24
	Front Cam Holder: A
	Front Diff Setting: tight
	Rear Diff Type: gear diff
	Rear Diff Setting: 40 wt AE
	Rear Cam Holder: A
	Rear Belt Tension Number: 25
	Front Tire Type: HPI Xpattern
	Front Tire Diameter: 65.6 
	Front Insert & Wheel: stock
	Front Additive & Amount: 1/2
	Rear Tire Type: HPI Xpattern
	Rear Tire Diameter: 65.6
	Rear Insert & Wheel: stock
	Rear Additive & Amount: full
	Tires Notes: New D-compound 3 mm front 6 mm rear, 120 weight
	Chassis: AE Worlds Chassis narrow 
	Top Plate: stock
	Steering Expo: 
	Turning Circle: 13 deg
	Motor Notes: 30 deg timming
	Gearing Notes: CRC pinion, AE spur
	Gearing 1: 50
	Gearing 2: 96
	Battery Placement Notes: Reedy 6500 65c #601, 310 weight
	Battery Placement: forward velcro 
	Chassis Notes: stainless steel screws, 895 weight
	Body & Wing Notes: plastic wing,130 weight
	Body & Wing: HPI McLaren F1 200 mm
	ESC Settings: blinky
	ESC Type: LRP SXX v2
	Suspension Geometry Notes: RSD sway collers
	Alignment Notes: TC5 bearing seals removed and greased
	Reset Form: 


