
XP Servo Features 
 
Features 

• Reliable, high‐torque motor 

• Impact resistant material 

• High‐tech, lightweight design 

• Precision manufacturing and assembly 

• Heavy‐duty metal gears (MG versions only) 

• 7.4V LiPo receiver battery compatible (SHV versions only) 
 

Model Name  SHV1504  SHV1504MG  S2008MG*  C1016* 
Part #  29131  29132  29126  29128 

Torque (oz‐in) 6.0V/7.4V  41.7/54  41.7/54  108.3  22.2 
Torque (Kg‐cm) 6.0V/7.4V  3.0/3.9  3.0/3.9  7.8  1.6 
Speed (sec/60°) 6.0V/7.4V  0.18/0.15  0.18/0.15  .21  .10 

Weight (oz/g)  1.67/47.4  1.81/51.4  1.71/48.5  0.32/9.0 
Gear Type  4P  2M/2P  4M  4P 

Bearing  2B  2B  2BB  1BB 
Dimensions (mm) LxWxH  40.4 x 20.0 x 37.9  40.4 x 20.0 x 37.9  40.4 x 20.0 x 37.9  22.1 x 11.4 x 23.6 

P=Plastic    M=Metal   B=Bushing  BB=Ball Bearing  * Not compatible with 7.4V receiver battery 


