Motor limit (2-pole/4-pole) 3.5T/4800kV

\ ELECTRONICS SET-UP SHEET L

DRIVER: keven Hebert event: Horsham nats warm up TRAck: horsham pate: 03/01/15

conpitions:_mid/high grip VEHICLE; 1C6.2 BATTERY: 309 TEMP:

"ESC INFO_guuenll THROTTLE ouuuenll MISC CONTROL gl RADIO SETTINGS
FIRMWARE: | 2.7 | THROTTLE FREQ: | 12000 | RUN MODE: | race open | THROTTLE EPA: | 100 |
CAPACITOR TYPE: | LRP 2S | THROTTLE PUNCH: | 100 | MOTOR TYPE: | 2 pole | BRAKE EPA: | 80 |
FAN (YES/ND): | yes | THROTTLE CURVE: | 0 | SBEC VOLTAGE: | 6.6 | THROTTLE EXPO: | 0 |
WIRE SIZE: | 12 | \DEAD BAND: | 1 | j FORWARD POWER: | 100 | BRAKE EXPO: | 0 | /
PROFILE #: | 1 | REVERSE POWER: | 25 |

7% MOTOR POWER (N
BRAKE ACCEL BOOST |

START RPM:
DRAG BRAKE: | 250 | 6500

PROTECTION

BATTERY CUTOFF: | disable |

FINISH RPM: | 32000 |

|
|
| MAX ADV TIMING: | 5 |
|

’ MOTOR SETTINGS g =hbd
TOP SPEED TIMING
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BRAKE FREQ: | 4000 ESC TEMP CUTOFF: | disable

BRAKE STRENGTH: | 100

BRAKE CURVE: | 0

/| suew aae: | 5/0.1 | LIS | mach 2 | :2: o
SPD SENS BRAKE MAX ADV TIMING: |13 | Lol Lk |4.5 | . (O] [
LOW SPEED STR: |/ DENTIME | 005 | TIMING: |28 | B % ;3
HIGH SPEED STR: |/ | 4 ROTOR: |regular | % — ﬂ . T
SWITCHOUER RPM: | disable | ) FOR/ROLLOUT: | 7.95 |

TEMPERRTURE: | | )
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	DRIVER: keven Hebert
	EVENT: Horsham nats warm up
	TRACK: horsham
	DATE: 03/01/15
	CONDITIONS: mid/high grip
	VEHICLE: tc6.2
	BATTERY: 309
	TEMP: 
	ESC Info_1: 2.7
	ESC Info_2: LRP 2S
	ESC Info_3: yes
	ESC Info_4: 12
	ESC Info_5: 1
	Brake_1: 25%
	Brake_2: 4000
	Brake_3: 100
	Brake_4: 0
	SPD_Brake_1: /
	SPD_Brake_2: /
	SPD_Brake_3: disable
	Throttle_1: 12000
	Throttle_2: 100
	Throttle_3: 0
	Throttle_4: 1
	MP_Acc_1: 6500
	MP_Acc_2: 32000
	MP_Acc_3: 5
	MP_TS_1: 5/0.1
	MP_TS_2: 13
	MP_TS_3: 0.05
	Misc_1: race open
	Misc_2: 2 pole
	Misc_3: 6.6
	Misc_4: 100
	Misc_5: 25
	Protect_1: disable
	Protect_2: disable
	MotoSet_1: mach 2
	MotoSet_2: 4.5
	MotoSet_3: 28
	MotoSet_4: regular
	MotoSet_5: 7.95
	MotoSet_6: 
	RadioSet_1: 100
	RadioSet_2: 80
	RadioSet_3: 0
	RadioSet_4: 0


